
The Newbury VersaMount 
combines the elegance 
and durability of the 
Newbury system with the 
flexibility of graphic 
placement inherent in our 
VersaMount product.

Newbury 
VersaMount 
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With three base options to accommodate a variety of locations, the 
Newbury VersaMount displays your brand message anywhere.

FEATURES:

• Graphics change easily with top or side 
loading frames.

• Substantial rails with screw-together 
construction provide stability throughout 
your store.

• With three mounting options, including a 
ceiling grid clip, screw base, and weighted 
base, your message can go anywhere.

• Always cut to your exact specifications.

PART #

NAME

COLOR

NEWBURY VERSAMOUNT ACCESSORIES

SW-97-0431
Versa-Mount w/
Weighted Base
Clear Anodized

& Black
18” Diameter

SW-97-0451
Versa-Mount w/

Screw Mount
Clear Anodized

& Black

SW-12-0310
.085 Styrene
Backer Board

Black

SW-12-0306
.020 PETG Liner

Clear
8.5" x 11", 22" x 28"

24" x 36"
Other sizes available.

SW-97-0461
Versa-Mount w/

Scissor Clip
Clear Anodized

& Black

800.753.9688   www.novadisplay.com

Note: Available in clear or black anodized aluminum finishes. Specify Silver (-S) or Black (-B) color option.
Always cut to your exact specifications. Please call for pricing of your frame. 
Poles are cut to any size you need. Multiple poles may be needed for wider graphics and wall-mount applications.
*Ceiling anchor can be used on any 1" standard ceiling grid.
*Screw mount base is 3-1/4" in dia.
*Weight base is 9" in diameter.

GRAPHIC SIZE

8.5"W x 11"H

8.5"W x 22"H

24"W x 36"H

30"W x 40"H

LOAD OPTIONSMOUNT

Scissor Clip
Scissor Clip
Scissor Clip
Scissor Clip

# (SIZE) POLES COLOR OPTIONS 

NEWBURY VERSAMOUNT SPECIFICATIONS

PART #

Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum

Side
Side
Side
Side

SW-NC-VM1-1P-CX-8511
SW-NC-VM1-1P-CX-8522
SW-NC-VM1-2P-CX-2436
SW-NC-VM1-2P-CX-3040

1 (3")
1 (6")
2 (6")
2 (6")

GRAPHIC SIZE

8.5"W x 11"H

8.5"W x 22"H

24"W x 36"H

30"W x 40"H

LOAD OPTIONSMOUNT # (SIZE) POLES COLOR OPTIONS PART #

Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum

Top
Top
Top
Top

SW-NC-VM1-1P-WP-8511
SW-NC-VM1-2P-WP-8522
SW-NC-VM1-2P-WP-2436
SW-NC-VM1-2P-WP-3040

1 (3")
2 (6")
2 (6")
2 (6")

GRAPHIC SIZE

8.5"W x 11"H

8.5"W x 22"H

24"W x 36"H

30"W x 40"H

LOAD OPTIONSMOUNT # (SIZE) POLES COLOR OPTIONS PART #

Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum

Side
Side
Side
Side

SW-NC-VM1-1P-CS-8511
SW-NC-VM1-1P-CS-8522
SW-NC-VM1-2P-CS-2436
SW-NC-VM1-2P-CS-3040

1 (3")
2 (6")
2 (6")
2 (6")

GRAPHIC SIZE

8.5"W x 11"H

8.5"W x 22"H

LOAD OPTIONSMOUNT

Weighted Base
Weighted Base

# (SIZE) POLES COLOR OPTIONS PART #

Black, Clear Anodized Aluminum
Black, Clear Anodized Aluminum

Top
Top

1 (3")
2 (6")

Screw Mount / Wall
Screw Mount / Wall
Screw Mount / Wall
Screw Mount / Wall

Screw Mount / Ceiling
Screw Mount / Ceiling
Screw Mount / Ceiling
Screw Mount / Ceiling

SW-NC-VM1-1P-DW-8511
SW-NC-VM1-1P-DW-8522

Related Items: See other items related to Newbury VersaMount in the catalog section
C 6.0.0 Signware Products / Accessories. 

INCHES POINTSMILLIMETERS

SUBSTRATE POSSIBILITIES

15/64" 6mm 250pt.

Sizes reflect combined laminate and substrate thickness.

Equivalent to:
pencil

Maximum thickness

Substrates should be rigid or semi-rigid.
Thin, flexible substrates use backer boards or clear liners.
Sold separately, please call for details.

LIVE AREA CALCULATOR

 

Graphic
8.5" x 11"

Live -Area
7.5" x 10"

Amount of graphic actually shown when placed in a frame.

When you place your graphic into the Newbury Frame, a 1/2" margin
is covered by the frame.
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