Totem Display

Installation Guidelines
KFRS-001 e KFRS-015

NOVADISPLAY

INNOVATIVE DISPLAY SOLUTIONS
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Position the Panel Supports symmetrically _______.--—___________._-—-—-——-—""‘--""""_*
on the Rods, and affix the Acrylic Poster &
Acrylic Literature Holders using a hex-key
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Screw the threaded end of the Rods
into the threaded Rod Bases

Hand tighten only
Using pliers will damage the finish of the fitting

@

Attach Rod Bases to the Support Plate

(note: brass threaded sleeves will arrive
preattached at the correct width on the Support Plate)

Hand tighten only
Using pliers will damage the finish of the fitting

Read instruction sheet carefully before starting assembly OSeparate all parts and check quantities OAccount for all parts before discarding any packaging materials

INDEX OF APPLICABLE MODELS:
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KFRS-006

Toll: 800-753-9688

| Phone: 707-535-0253 | Fax: 707-535-0254

| E-mail: info@novadisplay.com

KFRS-002 KFRS-005 KFRS-007 KFRS-009
KFRS-011 KFRS-012 KFRS-013 KFRS-014 KFRS-015

Web: www.novadisplay.com
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KFRS-016 ¢ KFRS-018

®

Position the Panel Supports symmetrically
on the Rods, and affix the Acrylic Poster &
Acrylic Literature Holders using a hex-key

@

Screw the threaded end of the Rods
into the threaded Rod Bases

Hand tighten only
Using pliers will damage the finish of the fitting

@

Attach Rod Bases to the Support Plate
(note: brass threaded sleeves will arrive
preattached at the correct width on the Support Plate)

Hand tighten only
Using pliers will damage the finish of the fitting

Read instruction sheet carefully before starting assembly OSeparate all parts and check quantities OAccount for all parts before discarding any packaging materials

INDEX OF APPLICABLE MODELS:

KFRS-016 KFRS-017 KFRS-018

Toll: 800-753-9688 | Phone: 707-535-0253 | Fax: 707-535-0254 | E-mail: info@novadisplay.com | Web: www.novadisplay.com
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Screw the threaded end of the Rods Position the bottom preassembled Graphic Support Channel
into the threaded Rod Bases at the appropriate level symmetrically on the Rods and tighten
using a hex-key

Hand tighten only

Using pliers will damage the finish of the fitting

@

Attach Rod Bases to the Support Plate

(note: brass threaded sleeves will arrive
preattached at the correct width on the Support Plate)

Repeat process for top preassembled Graphic Support Channel
and additional Graphic Panels (if necessary).

Hand tighten only
Using pliers will damage the finish of the fitting

Read instruction sheet carefully before starting assembly OSeparate all parts and check quantities OAccount for all parts before discarding any packaging materials

INDEX OF APPLICABLE MODELS:

KFRS-021 KFRS-022 KFRS-023 KFRS-024 KFRS-025
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